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CHECK VALVE BALL TYPE WITH RUBBERIZED BALL PN 10/16 
REF: CV/BL/1011** 

 

Description: 
Check valve on flanges with rubberized ball designed for water and liquids to max. 80°C. Mainly used for sewage 
water. 
 
Standards: 
• Designed according – EN12334 
• Face-to-face dimension according - EN558 
• Flange drilling - EN1092-2 / PN 10/16 
 
Tests: 
• Visual, functional and coating inspection 
• Hydraulic test according to EN1074 and EN12266 
• Seat: 1.1 x PN (in bar), Body: 1.5 x PN (in bar), for different time based on the tested dimension. 
 
Approvals: 
• Certificate of conformity 
• Declaration characteristics of the construction product 
• Test Certificates 

 

Features: 
• Full bore body 
• Self-cleaning ball 
• Vertical and Horizontal installation 
• Removable cover to maintenance the body without disassembling if from pipeline 
• >250 microns paint layer for long-life   
• Carefully packed in bubble nylon piece by piece 
• Easy drainage 
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Components material list: 

1 Body - GGG50 4 Bonnet - GGG50 
2 Ball - GGG50 + EPDM   
3 O-ring - NBR     

 
Our ref. and dimensions:  

Tonini Code DN PN L H Weight 
101147 1.1/4" PN10/16 135 75 2 
101148 1.1/2" PN10/16 145 93 3 
101149 2" PN10/16 175 106 4 
101150 2.1/2" PN10/16 200 131 6 

 

CHECK VALVE SWING TYPE WITH RUBBERIZED DISK PN 10/16 
REF: CV/SW/1011** 

 


