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RESILIENT SEATED WEDGE GATE VALVE PN 10/16 
REF: GV/RS/F4/1007** 

 

Description: 
Gate valve on flanges, designed for water and liquids to max. 80°C 
 
Standards: 
• Designed according - EN1074-(1&2) 
• Face-to-face dimension according - EN558 
• Flange drilling - EN1092-2 / PN 10/16 
 
Tests: 
• Visual, functional and coating inspection 
• Hydraulic test according to EN1074 and EN12266 
• Seat: 1.1 x PN (in bar), Body: 1.5 x PN (in bar), for different time based on the tested dimension. 
 
Approvals: 
• Certificate of conformity EN1074  
• Hygienic toxicological safety Certificate 
• ACS – Certificate of sanitary conformity 
• Declaration characteristics of the construction product 
• Test Certificates 

 

Features: 
• Secured / Machined inserted EPDM dust ring 
• Ergonomic hand wheel 
• Low torque operation and easy to Close / Open 
• Reinforced body 
• >250 microns paint layer for long-life   
• Carefully packed in bubble nylon piece by piece 
• EPDM, Brass and Paint fulfill all requirements for drinking water 
 
Accessories: 
• Handwheel, Captop, Spindle Extension 
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Components material list: 

1 Body - GGG50 9 Bonnet - GGG50 
2 Disc - GGG50 10 Gasket - PTFE 
3 Wedge disc - EPDM 11 Holding ring - X20CR13 / 1.4021 
4 Disc Nut - BRASS 12 O-ring - EPDM / NBR 
5 Stem - X20CR13 / 1.4021 13 Brass Nut - BRASS 
6 Gasket - EPDM 14 Dust Ring - EPDM 
7 Bolt - Galvanized steel 15 Gasket - Galvanized steel 
8 Hot adhesive - Silicone / Paraffin 16 Screw - Galvanized steel 

    17 Handwheel - Cast Iron / Carbon Steel 
 
Our ref. and dimensions:  

TONINI 
Code DN Flange 

Drilling L D K H C Bolt Weight 

100709 50 PN10/16 150 165 125 240 160 4xM18 9 
100710 65 PN10/16 170 185 145 259 160 4xM18 11.4 
100711 80 PN10/16 180 200 160 295 200 8xM18 14 
100712 100 PN10/16 190 220 180 327 200 8xM18 17.8 
100713 125 PN10/16 200 250 210 388 250 8xM18 23.5 
100714 150 PN10/16 210 285 240 431 250 8xM20 31.1 
100715 200 PN10 230 340 295 527 280 8xM20 50 
100716 250 PN10 250 405 350 609 320 12xM20 77 
100717 300 PN10 270 460 400 698 350 12xM20 119 
100719 400 PN10 310 580 515 943 500 16xM24 237 
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